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Tusk LED Light Bar Installation 

 Congratulations on your purchase of the Tusk LED Light Bar. 

This product is made to handle extreme off-road riding.  

Please take note of the information and instructions below to get the 

most out of your Tusk Product. 

Note: For instructional videos, refer to www.rockymountainatvmc.com/videos. 

Assembly: Before you throw any packaging away, make sure you received all the necessary hardware: 

  

 

Hardware List 

1. LED Light Bar (1) 

2. LED Light Bar Harness (1) 

3. Side Mounting “L” Brackets (2) 

4. M8 x 16mm Allen Hex Head Bolts (2) 

5. M6 x 25mm Button Head Allen Bolts (2) 

6. M6 Lock Washer (2) 

7. M6 Nut 

Light Bar Installation 

1. Start by installing the light bar L-brackets to 

the center-hole clamps. You’ll want to pay close 

attention to which direction you tighten the L-

bracket onto the clamp in. If you are mounting 

on the upper horizontal roll bar you will need to 

have just like the picture to the left.  

2. Use the supplied M6 x 25mm button head Allen 

up through the hole of the clamp, through the 

L-bracket rubber mount, through the L-

bracket, through the supplied M6 Lock washer, 

and thread into the M6 nut. 

3. With the L-brackets installed on the clamps, 

hold the clamps up to the roll cage to see if you 

need to make any adjustments to the L-

bracket. Once properly positioned you can then 

tighten them down with a 4mm Allen wrench 

and 10mm socket. 

4. Install the clamps to the roll cage loosely. Have 

a friend help hold up the light bar and install 

the M8 x 16mm Allen bolts through the L-

bracket and into the light. 

5. With a friend looking at the front of the 

machine, position the light bar evenly on the 

roll cage. Look both left and right as well as up 

and down.  

6. You can now tighten down the bar to the L-

bracket using a 6mm Allen Wrench. Once the 

bar is positioned, tighten the clamps with a 

5mm Allen wrench. 

Required Tools 

 5mm Allen Wrench 

 4mm Allen Wrench 

 6mm Allen Wrench 

 10mm Socket 

 Drill 

 ¾” Drill Bit 

 12V Test Light 

http://www.rockymountainatvmc.com/videos
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Tusk LED Light Bar Installation 

Harness Installation 

1. Starting at the light bar, plug in the Deutsch 

connector into the light and unplug the 2 bullet 

connectors down from the Deutsch connector. 

2. Run the wire down the a-pillar part of the cage on 

either side. Point the pigtail ends down the hole 

between the plastic of the machine and the a-pillar.  

3. Remove the hood of the machine so you can access 

the pigtails ran down the a-pillar. Plug the pigtails 

back into the main harness. Red to red and black to 

black. 

4. Next is to mount the switch in the dash. Pick a 

desired location in the dash for the switch. Make 

sure to check behind the dash for room of the 

switch and wires in the desired location.  

5. Using a ¾” drill bit, drill through the plastic and be 

careful not to hit anything behind the dash. 

Remove the wires from the switch and install the 

switch into the new drilled hole. Listen for the 

switch to snap into place for a tight fit. Make sure 

to plug the wires back into the switch. 

6. For a power supply we recommend using a key on 

power so that the light can’t accidently be left on 

when the machine is turned off. Using a 12V test 

light you will need to find a wire that shows no 

power when the key is off, but when the key is in 

the on position the test light will show it as having 

power. Most machines with a 12V power socket are 

keyed on. Connect the white wire from the light bar 

wire harness to this key on source.  

7. Connect the red power wire to your machines 

positive battery terminal and the black wire to the 

battery’s ground terminal.  

8. Before tying up the harness, test the light for 

power. Also check the switch to make sure it is 

illuminated in the “On” position.  

9. With the light on, you can now aim the beam. This 

works best at night or in a dark garage. Once 

aimed in the desired area, tighten down with a 

6mm Allen wrench.  

10. Keep wires from getting pinched or burned by using 

zip ties to hold them up tight. Put the hood back on 

the machine and you’re ready to night ride!  


